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SYGEF® PFA

SYGEF® PFA Tubing SYGEF® PFA Fittings

SYGEF® PFA Valves SYGEF® PFA Tools

SYGEF® PFA completes the Total Plastic Solution for the distribution of high purity chemicals. The highly innovative PFA tubing,
valves and Flaretype fittings sustain your needs up to 200°C.
We offer written guarantees of life span and chemical resistance on request.

SYGEF® PFA - Product Specification

SYGEF®PFA Tubing SYGEF® PFA Fittings SYGEF® PFA Valves

TL/TIL LQ3 Series LVQ Series
Material Super PFA Mitsui DuPont 451HP-J PFA Mitsui DuPont 440HP-J PFA Mitsui DuPont 440HP-J
Colour Translucent (as a material colour) Translucent (as a material colour) Translucent (as a material colour
Melting Point = 300°C from 300 to 310°C from 300 to 310°C
Density from 2.12 t02.17 g/cm? from 2.12 to 2.17g/cm?® (ASTM D792)  from 2.12 to 2.17 g/cm? (ASTM D792)
Linear Expansion Intensity = 26.0MPa
Tensile Strength from 24 to 34 MPa (ASTM D638) from 24 to 34 MPa (ASTM D638)
Elong ation =300% (ASTM D638) =300% (ASTM D638) = 300% (ASTM D638)
Flexural Modulus from 0.66 to 0.69 GPa (ASTM D790) from 0.66 to 0.69 GPa (ASTM D790)
Thermal Conductivity 0.25W/mK (ASTM C177) 0.25W/mK (ASTM C177) 0.25W/mK (ASTM C177)
Surface Resistivity =10"%Qcm =10"%Qcm =10"%Qcm
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Dimension

Pressure Rating

Temperature Rating

Production

Surface Finish

Marking

Labeling

Testing and Inspection

Approvals / Conformance

Documentation

Packing

Main Applications

SYGEF®PFA Tubing
TL/TIL

from 1/8" to 1"
from 4mm to 19 mm
(other dimensions on request)

from -98 KPa (-0.98 bar)
to 1.0 MPa (10 bar)

from 0 to 260°C

Extrusion: Produced under
clean room class 10.000 (U.S. Fed.
Std. 209E) conditions

Ra max =0.2um

(as a guaranteed value)

Ra =0.04 pm*

(typical representative value)
* not guaranteed

Tube laser marked during

the production process to ensure
full traceability

Brand Name (SYGEF® PFA)

Lot Number

Material, Dimension,

Pressure Rating

Brand Name (SYGEF®PFA)
Product Description (PFA Tube)

Model Number le.g. TIL-xx]
Material (DuPont 451 HP-J)
Lot Number

Length

Visual Inspection
Dimensional Inspection
Pressure Testing
Surface Finish
Periodic Leach-out per
Semi F40/F57
Inclusions

FDA 21 CFR 177.1550 ( as a material)
Flammability UL-94 V-0
SEMI F57 [Conformity)

Certificate of Conformance with FDA
EN 10204 2.2
EN 10204 3.1

Tube capped and double bagged in a
specified inner and outer bag under
cleanroom class

10.000 (U.S. Fed. Std. 209E)
conditions

Fluid compatibility: Inert gas, DI Water, Chemical fluids according to chemical resistance data sheet

SYGEF® PFA Fittings

LQ3 Series

from 1/8" to 1"
(other dimensions on request)

from -98 KPa (-0.98 bar)
to 1.0 MPa (10 bar)

Nut PFA: from 0 to 200°C

Injection Molding: Produced and
assembled under clean room class
10.000 (U.S. Fed. Std. 209E])
conditions or better

In conformity with SEMI F57
Ra max = 0.38 um

Die - sinking
Size and Lot Number

Brand Name (SYGEF® PFA]
Product Description (PFA Fitting)

Model Number (e.g. LQ3-xx)
Material (DuPont 440 HP-J)
Lot Number

Dimension

Visual Inspection
Dimensional Inspection
Pressure Testing
Surface Finish
Periodic Leach-out per
Semi F40/F57
Inclusions

FDA 21 CFR 177.1550 (as a material)
SEMI F57 [Conformity)

Certificate of Conformance with FDA
EN 10204 2.2
EN 10204 3.1

Each Fitting double bagged in a
specified inner and outer bag under
cleanroom class

10.000 (U.S. Fed. Std. 209E)
conditions

SYGEF® PFA Valves

~

LVQ Series

from 1/4" to 1"
(other dimensions on request)

LVQ 20 to 40: from -98KPa
(-0.98 bar) to 0.5MPa (5 bar)
LVQ 50 to 60: from -98KPa
(-0.98 bar) to 0.4 MPa (4 bar)

fluid Temperature: from 0 to 100°C
ambient Temperature: from 0to 60°C

Injection Molding: Produced and
assembled under clean room class
10.000 (U.S. Fed. Std. 209E)
conditions or better

In conformity with SEMI F57
Ra max = 0.38 um

Die - sinking
Size and Lot Number

Brand Name (SYGEF® PFA)
Product Description (PFA Valve)
Model Number (e.g. LVQ-xx]
Material (DuPont 440 HP-J)
Lot Number

Dimension

Visual Inspection

Dimensional Inspection
Operation Inspection

Valve Leakage Testing

Back Pressure Leakage Testing
Pilot Pressure Leakage Testing
External Leakage Testing
Inclusions

FDA 21 CFR 177.1550 (as a material)
SEMI F57 (Conformity)

Certificate of Conformance with FDA
EN 10204 2.2
EN 10204 3.1

Each Valve double bagged in a
specified inner and outer bag under
cleanroom class

10.000 (U.S. Fed. Std. 209E)
conditions

Won Request
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SYGEF® PFA — packed to preserve value

Any questions? Would you like for us to contact you?
www.piping.georgfischer.com/direct?sygef_pfa
sygef_pfa@ georgfischer.com
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SYGEF® PFA

SYGEF PFA Tube TIL

20m coils
inch

Mode

e Roll 20m
® Inch Size

® Metric Size on demand

d
[inch]

e

[mm]

Code

SMC
Code

kg/m

Y
%e
Ya
Vs
%
%
1

0,5

A A a0

8
2
6
6
6
6

737 011 000
737 011 001
737 011 002
737 011 003
737 011 004

737 011 005
737 011 006

TILO1-20
TIL05-20
TILO7-20
TIL11-20
TIL13-20

TIL19-20
TIL25-20

0.010
0.020
0.040
0.080
0.120

0.190
0.250

50m coils
inch

Mode

e Roll with 50m

® |nch Size

® Metric Size on demand

Note:

® Roll-length 31m, Fittings on request

Code

SMC
Code

kg/m

*1

%| 0,5(737 010 000

Ya

8
2
6
6|737 010 004
6
6
9

737 010 001
737 010 002
737 010 003

737 010 005
737 010 006
737 010 007

TILO1-50
TIL05-50
TILO7-50
TIL11-50
TIL13-50

TIL19-50
TIL25-50
TIL32-31

0.010
0.020
0.040
0.080
0.120

0.190
0.250
0.370
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SYGEF® PFA
Space Saver Run Tee LQ3T-SR

Model:
e All PFA
d Code SMC kg B E F G H L1 |[L2 |M
[inch] [mMm] | [mm] |[mm] |[mm] |[mm] |[mm] |[mm] |[mm]
Code
%|737 021 012 |LQ3T1A-SR | 0.050| 3.5|10.0| 48| 95| 11|285|30.5| 14
Y| 737 021 013 |LQ3T2A-SR | 0.110| 4.0/ 17.0| 6.0|12.0| 16|34.5|39.5| 20
%|737 021 014 |LQ3T3A-SR | 0.170| 5.0(22.5| 9.0 18.0| 21|47.5|/49.5| 25
Y| 737 021 015 |LQ3T4A-SR | 0.220| 6.0|24.5|/10.0|20.0| 24|525|545| 29
%737 021016 |LQ3T5A-SR | 0.330| 7.0|27.0|14.0|28.0| 32|64.0/66.0| 37
1737 021 017 |LQ3T6A-SR | 0.440| 8.0|30.0|18.0| 36.0| 41|78.0/80.0| 49
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Open to counter-clockwise Locked postion

~ £ (Valve closed)
s 1 (Valve closed)
Close to clockwise i ’5

i)

Unlocked position /
(Valve open)

<

N
L
N="
V= R 1)
e
=

-

o Rc1/B(NPT1/8)
L =t /Sensor (vent) port

L4

o7/
w ——V ]
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SYGEF® PFA
High Purity PFA Valves LVQ

Hand-operated diaphragm valve with hand-lever

Model:
® 90° closing travel (Quarter-turn)
® |ockable
® Diaphragm: PTFE (DAIKIN 112)

d kv-value |Code SMC kg
linch] | (Ap=1 bar) Code
[I/min]
Ya 5|737 061 000 |LVQH20-207-1 | 0.200
% 19737 061 001 | LVQH30-211-1 | 0.300
iA 27737 061 002 |LVQH40-Z13-1 | 0.400
Ya 72|737 061 003 | LVQH50-Z19-1 | 0.700
1 115|737 061 004 |LVQH60-Z25-1 | 0.800
d A B C D E F G H J K L M N P Q
[inch] | [mm] | [mm] | [mm] |[mm] |[mm] | [mm] [mm] | [mm] | [mm] | [mm] |[mm] |[mm] |[mm] |[mm] |[mm]
4| 25.5| 46|31.5| 58|33.6| 81.0|12.0| 77|21.8]|37.0 5 7| 15/31.3|21.0
%|23.5| 47|29.5| 59|454| 99.0|16.5| 95| 32.0|50.0 6 7| 20|37.2|250
| 23.5| 47|29.5| 59|454|104.5|22.0| 109| 37.5| 555 6 7| 20|37.2|25.0
%|35.0] 70|41.0| 82|75.0|145.0|25.0| 141|50.2|78.2| 10 7| 20|50.8|385
11350 70(41.0| 82|750|154.5|32.0| 150|60.0| 88.0| 10 7| 20|50.8| 38.5
d R w
[inch] | [mm] | [mm]
Ya| 256.3| 64.0
%|31.2| 82.0
%|31.2| 875
%|45.0| 128.0
1]145.0| 137.5

=
-

%’

o -

Hand-operated diaphragm valve with Flow-Adjustment

Model:

® Flow adjustable
e Adjustment lockable
® Diaphragm: PTFE (DAIKIN 112)

d kv-value Code SMC kg
Opemocaumebc\ojkv’us:e ) :45327333‘323." [inch] (Ap=1 bar) Code
Close to clockwise ' ng&g [I/min]
o
Eff =] Y 5|737 062 000 |LVQH20-Z07-2 | 0.200
e/ e % 19|737 062 001 |LVQH30-Z11-2 | 0.300
% 27| 737 062 002 | LVQH40-Z13-2 | 0.400
Y% 72|737 062 003 | LVQH50-Z19-2 | 0.700
1 115|737 062 004 |LVQH60-Z25-2 | 0.800
] d A B [c [pb e [F Je [H Ju [k L [m [N [P Ja
H.n T finch] | [mm] | [mm] |[mm] |[mm] |[mm] |[mm] | [mm] |[mm] |[mm] | [mm] | [mm] | [mm] | [mm] | mm] | mm]
ol tggé \:° Y%|25.5| 46|315| 58|33.6| 81.0/120| 77|21.8|/37.0| 5| 7| 15|/31.3]21.0
=g == %|23.5| 47|29.5| 59|454| 99.0|16.5| 95|32.0/50.0| 6| 7| 20|37.2|25.0
A | 1%|23.5| 47|29.5| 59|45.4|104.5|22.0| 109|37.5|555| 6| 7| 20|37.2|25.0
%|35.0| 70|41.0| 82|75.0|145.0|25.0| 141|50.2|78.2| 10| 7| 20|50.8|38.5
1/ 35.0| 70|41.0| 82]|75.0|154.5|32.0| 150|60.0|88.0| 10| 7| 20|50.8|38.5
== d |[R |wW
o P linch] | [mm] | [mm]
o7/ L:::m
- A %|25.3| 64.0
 p— QEE %|31.2| 82.0
Clel—eSiaies | %|31.2| 87.5
—t %| 45.0| 128.0
1| 45.0| 137.5
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Rc1/B(NPT1/8)
/Pilot port

Pilot port: Re1/8°(NPT1/8")
Threaded type

SYGEF® PFA

Diaphragm valves pneumatic FC
Fail safe to close

Model:

e Pilote Port R 1/8"
e Diaphragm: PTFE (DAIKIN 112)

e \With position indicator

d kv-value |Code SMC
linch] | (Ap=1 bar) Code
[I/min]
Ya 5|737 040 000 |LVQ20-Z07R-4
% 191|737 040 001 |LVQ30-Z11R-4
% 27|737 040 002 | LVQ40-Z13R-4
% 721|737 040 003 |LVQ50-Z19R-4
1 115|737 040 004 |LVQ60-Z25R-4
d A B C D M N Q R
[inch] | [mm] | [mm] | [mm] | [mm] | [mm] | [mm] | [mm] |[mm]
%|255| 46|31.5| 58 7| 15/21.0|25.3
%|23.5| 47|29.5| 59 7| 20|25.0|31.2
%|23.5| 47|29.5| 59 7| 20|25.0|31.2
%|35.0] 70(41.0| 82 7| 20|38.5|45.0
11350 70|41.0| 82 7| 20|38.5|450

Diaphragm valves pneumatic FO
Faile safe to open

Model:

® Pilote Port R 1/8"
® Diaphragm: PTFE (DAIKIN 112)

d kv-value |Code SMC A B C D M N Q R
&l linch] | (Ap=1 bar) Code mm] | mm] | mm] | mm] | om] | mm] | mm] | [mm]
. [/min]

Ya 5737 041000 |LVQ21-Z07R |255| 46| 31.5| 58 7 151 21.0| 25.3

Y% 191|737 041 001 |[LVQ31-Z11R | 23.5| 47|29.5| 59 7| 20|25.0|31.2
N Ya 27 | 737 041 002 |LVQ41-Z13R | 23.5 47| 29.5 59 7 20| 25.0| 31.2
] Ya 72|737 041 003 |LVQ51-Z19R | 35.0| 70|41.0| 82 7| 20| 38.5]|45.0
H 0‘ 1 115|737 041 004 |LVQ61-Z25R | 35.0| 70|41.0| 82 7| 20| 38.5]|45.0

(TITY | s
24 +GF+



M l 10 RCt/B(NPT1/8)
- J 1/ Pilot port

Pilot port: R1/8'(NPT1/8")
Threaded type

SYGEF® PFA

Diaphragm valves pneumatic FC
Fail safe to close

Model:

® For high back pressure (0,42 MPa / 4,2 bar)
® Pilote Port R 1/8"
® Diaphragm: PTFE (DAIKIN 112)

d kv-value |Code SMC
linch] | (Ap=1 bar) Code
[I/min]
Ya 5|737 050 000 |LVQ20-ZO7R-5
% 19737 050 001 | LVQ30-Z11R-5
Y 27 |737 050 002 | LVQ40-Z13R-5
% 72|737 050 003 | LVQ50-Z19R-5
1 115|737 050 004 | LVQ60-Z25R-5
d A B C D M N Q R
[inch] | [mm] | [mm] | [mm] |[mm] |[mm] |[mm] |[mm] |[mm]
| 265| 46|31.5| 58 7| 15]121.0|25.3
%|23.5| 47(29.5| 59 7| 20|25.0|31.2
%|235| 47|29.5| 59 7| 20|25.0|31.2
%|35.0| 70(41.0| 82 7| 20|38.5|45.0
11350 70(41.0| 82 7| 20|385|45.0

MT i H” Re1/8(NPT1/8)

Pilot port: R1/8'(NPT1/8")
Threaded type

Diaphragm valves pneumatic FO
Faile safe to open

Model:

® For high back pressure (0,42 MPa / 4,2 bar)
® Pilote Port R 1/8"
® Diaphragm: PTFE (DAIKIN 112)

d kv-value |Code SMC
linch] | (Ap=1 bar) Code
[I/min]
Y 5|737 051 000 | LVQ21-Z07R-5
% 19|737 051 001 |LVQ31-Z11R-5
% 27 | 737 051 002 |LVQ41-Z13R-5
Y% 72|737 051 003 |LVQ51-Z19R-5
1 115|737 051 004 | LVQ61-Z25R-5
d A B C D M N Q R
[inch] | [mm] |[mm] |[mm] |[mm] |[mm] |[mm] |[mm] |[[mm]
Y| 26.5| 46| 31.5| 58 7| 15/21.0|25.3
%|23.5| 47|29.5| 59 7| 20|25.0|31.2
%|235| 47(29.5| 59 7| 20|25.0|31.2
%|35.0] 70|41.0| 82 7| 20|385|45.0
11350 70(41.0| 82 7| 20|385|45.0
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SYGEF® PFA

High temperature-High purity-Valves for

Chemicals LVQ

Diaphragm valves pneumatic FO

Faile safe to open

Model:

® Pilote Port R 1/8"

® Diaphragm: PTFE (DAIKIN 112)
® Maximum Temperature < 180°

d kv-value |Code SMC A B C D M N Q R
linch] | (Ap=1 bar) Code mm] | mm] | mm] | mm] | mm] | mm] | mm] | mm]
[I/min]
Ya 5|737 042 000 |LVQ20-Z07-J |25.5| 46|31.5| 58 7| 15]/21.0| 253
N % 19737 042 001 |LVQ30-Z11-J | 23.5| 47|29.5| 59 7| 20|25.0|31.2
i ) 27 |737 042 002 |LVQ40-Z13-J | 23.5| 47|29.5| 59 7| 20|25.0|31.2
I o %a 72737 042 003 |LVQ50-Z219-J | 35.0| 70|41.0| 82 7| 20| 385]|45.0
a Lo 1 115|737 042 004 |LVQ60-Z25-J | 35.0| 70|41.0| 82 7| 20|38.5|45.0
(7Y | e
3 Diaphragm valves pneumatic FC
3 Fail safe to close
Model:
- ® Pilote Port R 1/8"
® Diaphragm: PTFE (DAIKIN 112)
® Maximum Temperature < 180°
d kv-value |Code SMC A B C D M N Q R
linch] | (Ap=1 bar) Code [mm] |[mm] |[mm] |[mm] |[mm] |[mm] |[mm] |[mm]
[I/min]
Ya 5|737 043 000 |LVQ21-Z07-J |25.5| 46|31.5| 58 7| 15]/21.0| 253
N % 19737 043 001 |LVQ31-Z11-J | 23.5| 47|29.5| 59 7| 20|25.0|31.2
) 27 |737 043 002 |LVQ41-Z13-J | 23.5| 47|29.5| 59 7| 20|25.0|31.2
E %a 72737 043 003 |LVQ51-Z219-J | 35.0| 70|41.0| 82 7| 20|38.5|45.0
o 1 115|737 043 004 |LVQ61-Z25-J | 35.0| 70|41.0| 82 7| 20|38.5|45.0
”[ i l’y  Rel/BNPT1/E)
2% | +GF+
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SYGEF® PFA

Hand-operated diaphragm valve with Flow-Adjustment

Model:
® Flow adjustable

e Adjustment lockable
® Diaphragm: PTFE (DAIKIN 112)

® Maximum Temperature < 180°

e < s b d |kv-value |Code SMC
Close (o clockivse / A &EF [inch] | (Ap=1 bar) Code
umockeupos‘mo% ’ & [Vmin]
(i oper) Ya 5|737 063 000 | LVQH20-Z07-2-J
% 19|737 063 001 | LVQH30-Z11-2-J
e 27737 063 002 | LVQH40-Z13-2-J
% 72|737 063 003 | LVQH50-Z19-2-J
Fur] 1 115|737 063 004 |LVQH60-Z25-2-J
d A B Cc D F G H J K L M N Q Y
[inch] | [mm] | [mm] | [mm] |[mm] | [mm] [mm] | [mm] | [mm] |[mm] |[mm] |[mm] |[mm] |[mm] |[mm]
a| 2565| 46|315| 58| 81.0(120| 77|21.8|37.0 5 7| 15]21.0| 55.0
%|235| 471295 59| 99.0(16.5| 95|32.0|50.0 6 7| 20|25.0| 80.0
2| 23.5| 47|29.5| 59| 104.5|22.0| 109| 37.5| 55.5 6 7| 20]25.0| 80.0
%|35.0| 70|41.0| 82|145.0|25.0| 141|50.2|78.2| 10 7| 20|38.5]|110.0
- 1/35.0| 70|41.0, 82|154.5|32.0| 150|60.0|88.0| 10 7| 20|38.5|110.0
.. ]%E‘ﬂ' ///Sensor(vsﬂl}por\
ul 7]
T -
L 0] a
+GF+ 27



SYGEF® PFA

High Purity Valves with integrated Bypass

LVQ

Diaphragm valves pneumatic FC
Fail safe to close

Model:
Pilote Port R 1/8"

® Diaphragm: PTFE (DAIKIN 112)
| ® Bypass Flow adjustable
i B ® No dead legs when valve closed
B . G
! e \WVith position indicator
d kv-value |Code SMC
linch] | (Ap=1 bar) Code
[I/min]
g .
Z | Ya 5|737 044 000 |LVQ20-Z07R-2
o % 191|737 044 001 |LVQ30-Z11R-2
% 27|737 044 002 | LVQ40-Z13R-2
% 72|737 044 003 |LVQ50-Z19R-2
] 1 115|737 044 004 |LVQ60-Z25R-2
=B d |[A B |[c |[D |[Mm [N [T |U |V
o) s [inch] | [mm] | [mm] | [mm] | [mm] | [mm] | [mm] | [mm] |[mm] |[mm]
%|255| 46|31.5| 58 7| 15|35.3|10.6 7
%|23.5| 47|29.5| 59 7| 20(36.9|16.5| 10
%|23.5| 47|29.5| 59 7| 20|37.9|22.0
%|35.0] 70(41.0| 82 7| 20|64.0|25.0| 17
1/35.0| 70|41.0| 82 7| 20|66.0|32.0

+GF+



SYGEF® PFA
PFA Pressure Regulator

Regulator for Chemicals and High Purity Media

= LVR
1 , Model:
y ® Pressure Adjustment Range 0,2 - 4 bar
serie SRF ® pneumatically operated
® Integrated LQ3 Fittings
Mit integrierten Verschraubungen . High Volume FIOW
T .
5 e Suitable for UPW and CMP
= d Scale range | Code SMC
[inch] Code
Ya 240|737 033 010 | LVR20-Z07N
Y 2100|737 033 011 | LVR40-Z13N
i Doerwurtuter " % 5400|737 033 012 |LVR50-Z19N

%,
5w
| L T 'iz

Mit

Regulator for High Purity Media
SRF10

Model:
® Hose Connector

serie SRF

Mit integrierten Verschraubungen

® Pressure Adjustment Range 0,2 - 4 bar
® pneumatically operated
® Pilote Port R 1/8"

i
: )
] d Scale range |Code SMC kg
[inch] Code
Y 120|737 033 000 | SRF10-T07 | 0.200
—_ % 300|737 033 001 | SRF30-T11 | 0.300
Y 1200 | 737 033 002 | SRF50-T19 | 0.700

Mit

+GF+
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SYGEF® PFA

Digital Flow Switch

Digital Flow Switch
analog output 1-5V

Model:
® \ortex-System
® Sensor Unit

d Scale range | Code SMC kg
[inch] | [I/h] Code
% 24-240|737 034 000 | PF2D504-11- 0.300

11
Y2 108-1200 | 737 034 002 | PF2D520-13-1 | 0.400
[—— % 240-2400| 737 034 004 | PF2D540-19-1 | 0.700

rrrrrrrrrrrrr

Digital Flow Switch
analog output 4-20 mA

Model:
® \ortex-System
® Sensor Unit

d Scale range | Code SMC
[inch] | [I/h] Code
% 24-240|737 034 001 | PF2D504-11-2

i 108-1200 | 737 034 003 | PF2D520-13-2
% 240-2400| 737 034 005 | PF2D540-19-2

rrrrrrrrrrrrr
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SYGEF® PFA

Display Unit for digital Flow Switch

Indicating device PF2D301-A

Model:
e With unit switching function (I//min to gal/min (US))
® Panel mounting

Code SMC
Code

737 034 006 | PF2D301-A

Fix Display
Model:

® Fixed Sl Unit (I/min)
® Panel mounting

Code SMC
Code

737 034 007 | PF2D301-A-M

+GF+



SYGEF® PFA

Tools

Cold Flare Tool

Model:

® | ever type tool including insert pin and tube holder for 1/8" + 1/4"
d-d Code SMC kg
finch] Code
1/8 +1/4|737 060 010 |LQ3-GB-N | 0.500

Insert pin and tube holder

Model:

e for tube holder (737 060 010)

d-d Code SMC
linch] Code
1/8 + 1/4 | 737 060 015 | LQ3-GPB-N
= Tool-Set Box
"ﬁJ Li ]_ Model:
'H" 'ﬂ’ ® Parts case:
_n_ insert pins,
s insert pin jig

d-d Code SMC kg
linch] Code
1/4-1|737 060 013 | LQ3-GPS-N | 2.500

Nut Size

Series

\ = :
Il EEm————r

o
=

oD

Dedicated Nut Spanner for LQ3 Hyperflare Fittings

Code SMC kg D L1 (W1 (W2 [T1 |T2
Code [mm] |[mm] | [mm] |[mm] |[mm] |[mm]

737 060 000 | LQ3-GS-1 0.010 3| 59 8| 13 7 7
737 060 001 |LQ3-GS-2 | 0.020 3| 73 8| 17 6| 10
737 060 002 | LQ3-GS-3 | 0.030 3| 96| 10| 21 6| 10
737 060 003 |LQ3-GS-4 | 0.040 4| 104 12| 25 8| 15
737 060 004 |LQ3-GS-5 | 0.050 4| 124 18| 33| 10| 15
737 060 005 |LQ3-GS-6 | 0.060 5| 152| 25| 44| 10| 20
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SYGEF® PFA

Protective Pipes and Accessories

Pipes PVC-U, transparent

Series S 10, SDR 21, nominal pressure PN 10
Model:

e Material: PVC-U, Polyvinylchloride unplastified DIN 8061

® Colour: transparent

e Dimension: DIN EN ISO 15493, DIN 8062

® Pipe length: 5m, with plain ends

d PN |Code kg/m |e di

[mm] [mm] | [mm]

32| 10|192017083 |0.264| 1.8| 29
50| 10|192017085 |0.552| 2.4| 45
75| 10192017087 | 1.220| 3.6| 68

Elbow PVC-U transparent

R=5xd

Model:

® Bend 90°/45°

e PVDF-Elbow on request

® Price depends on quantity number. Please ask for a quotation.

Pipe Outside d |e Code

[mm] [mm]

32| 1,8 700xxxxx1
50| 2,4|700xxxxx2
75| 3,6 | 700xxxxx3

Sockets equal, PVC-U

metric

Note:

® * Socket d355 and d400 fabricated from pipe
d d PN |Code kg z D L
[mm] | [inch] [mm] | [mm] | [mm]

75| 2%| 16|721910112 | 0.191 4| 87| 92
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SYGEF® PFA
Sockets equal, PVC-U transparent

metric
d PN |Code kg z D L
[mm] [mm] | [mm] | [mm]

32| 16752910108 | 0.028 3| 40| 47
50| 16752910110 | 0.069 3| 60| 65

Tangit Solvent Cement for PVC-U

® (.125 kg tube
® Tin a 0.250, 0.500 und 1.000 kg (Net)

Code kg kg/m

799 298 000 | 0.142| 0.142
799 298 001 | 0.330| 0.330
799 298 002 | 0.625| 0.625
799 298 003 | 1.180| 1.180

Dytex Special Solvent Cement

Model:
® Special solvent cement, transparent.

® For concentrated acids and strong oxidizing agents the use of Dytex is
recommended
® 1.350 kg (net) tin

Code kg kg/m

799 298 012 | 1.465| 1.465

Cap for cement
e Cap prevents the evaporation of the solvent whilst using the Tangit cement

Code kg kg/m

799 298 028 | 0.030| 0.030

Dytex Solvent/Cleaner

Model:
® 1 litre tin

Code kg kg/m

799 298 013 | 1.380 | 1.380




SYGEF® PFA

Round Brushes

d-d Code kg kg/m
[mm]
6-10 4 mm (for Fittings 6-10mm) | 799 299 001 | 0.005 | 0.005
12-32 8 mm (for Fittings 12-32mm) | 799 299 002 | 0.009| 0.009
Flat Brushes
d-d Code kg kg/m
[mm]
40-63 25x3 mm (for Fittings 40-63mm) | 799 299 003 | 0.015| 0.015
75 -225 50x5 mm (for Fittings 75-225mm) | 799 299 004 | 0.026 | 0.026
250 - 400 75x6 mm (for Fittings 250-400mm) | 799 299 005 | 0.045| 0.045

Chamfering Tool

Size |d-d Code kg kg/m
[mm]
1| 16-75|799 495145 | 0.720 | 0.720
2| 32-200|799 495146 | 0.992 | 0.992
> Pipe cutter
= )
\ d-d Code kg |kg/m
(mm]
32-63|761066 792 | 0.700| 0.700
75-110 | 761 066 834 | 1.430 | 1.430
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Index

Code Page Code Page Code Page

192 017 083 33 737 020 005 9 737 020 072 13
192 017 085 33 737 020 006 9 737 020 073 13
192 017 087 33 737 020 007 9 737 020 074 13
700xxxxx1 33 737 020 008 9 737 020 075 13
700xxxxx2 33 737 020 009 9 737 020 076 13
700xxxxx3 33 737 020 010 9 737 020 077 13
721910 112 33 737 020 011 9 737 020 078 13
735991 430 11 737 020 012 10 737 020 079 13
735991 431 11 737 020 013 10 737 020 080 13
735991 432 11 737 020 014 10 737 020 081 13
735991 433 11 737 020 015 10 737 020 082 13
735991 435 11 737 020 016 10 737 020 083 13
735991 436 11 737 020 017 10 737 020 084 13
735991 437 11 737 020 018 10 737 020 085 14
735991 438 11 737 020 019 10 737 020 086 14
735991 439 11 737 020 020 10 737 020 087 14
735991 442 11 737 020 021 10 737 020 088 14
735991 443 11 737 020 022 10 737 020 089 14
735991 444 11 737 020 023 10 737 020 090 14
737 010 000 6 737 020 024 10 737 020 091 14
737 010 001 6 737 020 025 10 737 020 092 14
737 010 002 6 737 020 026 10 737 020 093 14
737 010 003 6 737 020 027 10 737 020 094 14
737 010 004 6 737 020 028 10 737 020 095 14
737 010 005 6 737 020 029 10 737 020 096 14
737 010 006 6 737 020 030 10 737 020 097 14
737 010 007 6 737 020 031 10 737 020 098 14
737 010 008 8 737 020 032 10 737 020 099 14
737 011 000 6 737 020 033 10 737 020 100 14
737 011 001 6 737 020 034 10 737 020 101 14
737 011 002 6 737 020 035 10 737 020 102 14
737 011 003 6 737 020 036 10 737 020 103 14
737 011 004 6 737 020 037 10 737 020 104 14
737 011 005 6 737 020 038 11 737 020 105 14
737 011 006 6 737 020 039 11 737 020 106 14
737 012 000 7 737 020 040 11 737 020 107 14
737 012 001 7 737 020 041 11 737 020 108 14
737 012 002 7 737 020 042 11 737 020 109 14
737 012 003 7 737 020 043 11 737 020 110 14
737 012 004 7 737 020 044 11 737 020 111 14
737 012 005 7 737 020 045 11 737 020 112 14
737 012 006 7 737 020 046 11 737 020 113 14
737 013 000 7 737 020 047 11 737 020 114 14
737 013 001 7 737 020 048 12 737 020 115 16
737 013 002 7 737 020 049 12 737 020 116 16
737 013 003 7 737 020 050 12 737 020 117 16
737 013 004 7 737 020 051 12 737 020 118 16
737 013 005 7 737 020 052 12 737 020 119 16
737 014 000 8 737 020 053 12 737 020 120 16
737 014 001 8 737 020 054 12 737 020 121 16
737 014 002 8 737 020 055 12 737 020 122 16
737 014 003 8 737 020 056 12 737 020 123 16
737 014 004 8 737 020 057 12 737 020 124 16
737 014 005 8 737 020 058 13 737 020 125 16
737 014 006 8 737 020 059 13 737 020 126 16
737 015 000 7 737 020 060 13 737 020 127 16
737 015 002 7 737 020 061 13 737 020 128 16
737 015 003 7 737 020 062 13 737 020 129 16
737 015 004 7 737 020 063 13 737 020 130 14
737 015 005 7 737 020 064 13 737 020 131 14
737 015 006 7 737 020 065 13 737 020 132 14
737 015 007 7 737 020 066 13 737 020 133 14
737 020 000 9 737 020 067 13 737 020 134 14
737 020 001 9 737 020 068 13 737 020 135 14
737 020 002 9 737 020 069 13 737 020 136 14
737 020 003 9 737 020 070 13 737 020 137 14
737 020 004 9 737 020 071 13 737 020 138 14
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